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Fig. 604.4
Water Closet Height

604.4 Height. The height of water closet seats shall
be 17 inches (430 mm) minimum and 19 inches
(485 mm) maximum above the tloor, measured to
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(a) (b)
Wall Hung Type Stall Type
Fig. 605.2

Height of Urinals

605.2 Height. Urinals shall be of the stall type or
shall be ofthe wall hung type withthe rimat 17 inch-
es (430 mm) maximum above the floor.
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Fig. 606.3
Height of Lavatories and Sinks

606.3 Height. The front of lavatories and sinks shall
be 34 inches (B65 mm) maximum above the floor,
measured to the higher of the rim or counter sur-
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Fig. 306.2
Toe Clearance

306.2.1 General. Space beneath an element|306.2.3 Minimum Depth. Where toe clearance

between the floor and 9 inches (230 mm) above s required at an element as part of a clear floor
the floor shall be considered toe clearance and space, the toe clearance shall extend 17 inches
shall comply with Section 306.2. (430 mm) minimum beneath the element.
306.2.2 Maximum Depth. Toe clearance shall 306.2.5 Width. Toe clearance shall be 30 inch-
abe permitted to extend 25 inches (635 mm) es (760 mm) minimum in width. o=
maximum under an element. e
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Fig. 306.3
Knee Clearance

306.3.1 General. Space beneath an element
between 9 inches (230 mm) and 27 inches (685

mm) above the floor shall be considered knee”

clearance and shall comply with Section 306.3.

306.3.2 Maximum Depth. Knee clearance
shall be permitted to extend 25 inches (635 mm)
maximum under an element at 9 inches (230
mm) above the tloor.
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306.3.3 Minimum Depth. Where knee clear-
ance is required beneath an element as part of
a clear floor space, the knee clearance shall be
11 inches (280 mm) minimum in depth at 9 inch-
es (230 mm) above the floor, and 8 inches (205
mm) minimum in depth at 27 inches (685 mm)
above the floor.

306.3.4 Clearance Reduction. Between 9

inches (2 \ and 27 inches (6 mim)
ETbcwethE‘?IDDrt eknee clearance sh aﬁ%eper—

mitted 1o be reduced at a rate of 1 inch (25 rnrn}
—tor each 6 inches (150 mm) in height.
306.3.5 Width. Knee clearance shall be 30
|nches (760 rnrn} rnlnlrnurn In wn:ljﬂ
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Fig. 604.104
Children’s Water Closet Height

604.10.4 Height. The height ot water closet
seats shall be 11 inches (280 mm) minimum
and 17 inches (430 mm) maximum above the
tloor, measured to the top of the seat. Seats
shall not be sprung to return to a lifted position.
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(a) (b)
Wall Hung Type Stall Type
Fig. 605.2

Height of Urinals

605.2 Height. Urinals shall be of the stall type or
shall be ofthe wall hung type withthe rimat 17 inch-
es (430 mm) maximum above the floor.

— T
£ T -E.: . =8 . e : [




A knee clearance of 24 inches (610 mm)
minimum above the floor shall be permitted
at lavatories and sinks used primarily by chil-
dren ages 6 through 12 where the rim or

counter surface is 31 inches (785 mm) maxi-
mum above the floor.




. #

607.6 Hand Shower. A hand shower with a hose 59
inches (1500 mm) minimum in length, that can be
used as both a fixed shower head and as a hand
shower, shall be provided. The hand shower shall
have a control with a nonpositive shut-off feature.
An adjustable-height hand shower mounted on a
vertical bar shall be installed so as to not obstruct
the use of grab bars.
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606.6 Exposed Pipes and Surfaces. Water supply
and drainpipes under lavatories and sinks shall be
insulated or otherwise configured to protect against
contact. There shall be no sharp or abrasive sur-

¥r nfaces under lavatories and sinks.




309.4 Operation. Operable parts shall be operable

with one hand and shall not require tiaht araspina,
pinching, or twisting of the wrist. The force required

to activate operable parts shall be 5.0 pounds (22.2
M) maximum.
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